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ROLA WOODEN SASH WINDOW STOPS

Description
Rola sash stops are designed to
stop sash windows opening
past each other whilst allowing
ventilation. The heads revolve,
but they are removable with a
key.

This provides security against
illegal entry and prevents small
children climbing or falling out.

A Rola S comes in three sizes:

The 31mm combats those 
sash windows with large 
gaps between them as well 
as those with tapered 
bottom halves. 

The 19mm for standard
wooden windows.   

The 15mm which fastens 
into a smaller threaded insert
and is therefore suitable for 
double glazed wooden sash 
windows and those finer 
frames.

A separate rectangular Stop
Plate is available to protect the
internal window frame.

Additional threaded inserts are
available to allow two positions
for each stop.

Installation
Rola S products are installed by
drilling a hole to the correct
diameter and depth and
screwing the threaded insert in
position with an Allen key.

Operation
All  products in the Rola range
are operated by the uniquely
designed Rola Key.

Product Code
Product codes relate to each
product and also to how they
are supplied; packed singly,
packed in multiples or loose.
See list of options. Where Rola
Products are packed, this
includes a display header card
and if applicable, fixing
instructions. 

Not shown in the product
codes but listed in the index are
R1/16 (R1/01 in volume of 150
pairs). R1/17 (R1/04 in volume of
150 pairs). R1/18 (R4/04 in
volume of 150 packs of 10).
R1/19 (R1/06 in volume of 150
packs, see page 4).
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Product Description                          Finish                        Number
Code  per pack 

All dimensions are in millimetres

R1/01 Rola S - 1 Body and 1 Threaded insert    SCP, B or CP 2
(19mm Body, 17mm Screw, M6 Thread)

R1/02 Rola S - 1 Body and 1 Threaded insert SCP, B or CP Loose
(19mm Body, 17mm Screw, M6 Thread)

R1/03 Rola S - 1 Body and 2 Threaded inserts SCP, B or CP 1
(19mm Body, 17mm Screw, M6 Thread)

R1/04 Rola S - 1 Body and 1 Threaded insert SCP, B or CP 2
(31mm Body, 17mm Screw, M6 Thread)

R1/05 Rola S - 1 Body and 1 Threaded insert SCP, B or CP Loose
(31mm Body, 17mm Screw, M6 Thread)

R1/07 Rola S - 1 Body and 1 Threaded insert SCP or B Loose
(15mm Body, 12mm Screw, M5 Thread)

R1/08 Rola S - 1 Body and 1 Threaded insert SCP or B 2
(15mm Body, 12mm Screw, M5 Thread)

R1/09 Rola S - Sash Stop Plate 25mm x 18mm SCP, B or CP Loose

R1/10 Rola S - 1 Body, 2 Threaded inserts and R1/09 SCP, B or CP 1
(19mm Body, 17mm Screw, M6 Thread)

R1/11 Rola S - 1 Body, 2 Threaded inserts and R1/09 SCP, B or CP 1
(31mm Body, 17mm Screw, M6 Thread)

R1/12 Rola S - 1 Body, NO Threaded insert SCP, B or CP Loose
(19mm Body, 17mm Screw, M6 Thread)

R1/13 Rola S - 1 Body, NO Threaded insert SCP, B or CP Loose
(31mm Body, 17mm Screw, M6 Thread)

R1/14 ONLY Threaded inserts SCP Loose
(M6 Thread)

R1/15 Rola S - 1 Body and 1 Threaded insert SCP, B or CP Loose
(24mm Body, 11mm Screw, M5 Thread) For Chubb, Banham, Safer Homes & Barrs Keys
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